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8-Port 10M/100M PoE+ and 2 
Combo Gigabit UTP port/SFP 
Fast Ethernet Switch
• 8-port 10/100M PSE PoE+ with 2 Combo Gigabit 

UTP port/SFP
• 19” Rackmount
• IEEE 802.3at
• Internal Power Supply 

Technical Specifications 

Plug & Play rackmount style PoE Switch

The IN-882POE is an 8-port 10M/100M PoE+ with 2 Combo Gigabit 
UTP/SFP open slot unmanaged switch that is designed for the medium 
or large network environment. This switch installs in a standard 19” 
cabinet with the included rack-mount kit. The IN-882POE boasts full-
power, plug & play installation, and superior performance at an 
affordable price.

System

Standards IEEE 802.3 10BaseT; IEEE 802.3u 100BaseTX; IEEE 802.3x Flow Control; 
IEEE 802.3at PoE

Features Number of Ports: 8-port PoE+; MAC Address: 4K; 
Buer Memory: 2.75M bits; Transmission Method: Store and Forward

Transmission Media 10BaseT Cat. 3, 4, 5 UTP/STP; 100BaseTX Cat. 5 UTP/STP

LED Indicators Per Port: Link/Act, PoE Act/Status; Per Unit: Power

Power Input 100~240V/AC, 50~60Hz

Power Output 48V/DC Per Port Output – 8 Ports at Full 15.4 W Output Supported

Power Consumption 260 Watts (Max)

Operating Temperature 0 to 45ºC

Dimensions 440 × 220 × 44 mm (L x W x H)

Weight 3.8 kg




